








Material ABS 

Color RAL 9003 

Glow wire test 650°C 
----------

Door material PC / ABS 

Door Color Transparent/ White 

Halogen free Yes 

Name N 36ALFA 

Type IP40 IQlln 63A 

Modules 36 + 6 

HxWxD 502 X 310 X 96 

Equipped with PE, N terminal: 2 x 15 

Series ALFA 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960
°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

N 48ALFA 

IP40 l::llln 63A 

48 + 8 

650 X 310 X 96 

PE, N terminal: 2 x 20 









Material ABS 

Color RAL 9003 

Glow wire test 650°C standard I 850°C remium 

Door material PC / ABS 

Door Color Transparent I White 

Halogen free Yes 

Name 

Type 

Modules 

HxWxD 

Equipped with 

U 36 F 

IP40 IQlln 63A 

36 + 6 

592 X 347 X 96 

PE, N terminal: 2 x 15 

Series F 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

U48 F 

IP40 l::llln 63A 

48 + 8 

717x347x96 

G 

PE, N terminal: 2 x 20 









Material ABS 

Color RAL 9003 

Glow wire test 650°C standard I 850°C remium 

Door material PC / ABS 

Door Color Transparent I White 

Halogen free Yes 

Name 

Type 

Modules 

HxWxD 

Equipped with 

U 36 F ME 

IP40 IQlln 63A 

36 + 6 

592 X 347 X 96 

PE, N terminal: 2 x 15 

Series F 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

U 48 F ME 

IP40 l::llln 63A 

48 + 8 

717x347x96 

G 

PE, N terminal: 2 x 20 









Material ABS 

Color RAL 9003 

Series E 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Glow wire test 650°C standard I 850°C remium 

Door material Metal Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

Door Color White 

Halogen free Yes 

U 36E U48 E U 60 E 

IP40 lg! In 63A IP40 lg! In 63A IP40 lg! In 63A 

36 + 6 48 + 8 60 + 10 

592 X 346 X 94 717 X 346 X 94 842 X 346 X 94 

PE, N terminal: 2 x 15 PE, N terminal: 2 x 20 PE, N terminal: 2 x 30 









Material Acrylonitrile acrylic styrene 

Color RAL 7035 

Glow wire test 650°C 
----------

Door material Polycarbonate 

Door Color Transparent 

Halogen free Yes 

Name 

Type 

Modules 

HxWxD 

Equipped with 

Name 

Type 

Modules 

HxWxD 

Equipped with 

N 18 D 

IP65 IQJ In 63A 

18 

259 X 428 X 144 

PE, N terminal: 2 x 13 

N 36D 

IP65 IQJ In 63A 

36 

534 X 319 X 144 

PE, N terminal: 2 x 15 

Series D 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V / DC 1500V 

Certified IEC 60670 / IEC 62208

UV resistant Yes 

N 24D 

IP65 IQJ In 63A 

24 

384 X 319 X 144 

PE, N terminal: 2 x 13 

N48 D 

IP65 IQJ In 63A 

48 

663 X 319 X 144 

PE, N terminal: 2 x 20 









Material ABS 

Color RAL 9003 

Glow wire test 650°C 
----------

Door material ABS 

Door Color Transparent I White 

Halogen free Yes 

Name N 1x24 C 

Type IP40 IQiln 63A 

Modules 24 

HxWxD 503 X 236 X 112 

Equipped with PE, N terminal: 2 x 13 

Name N 2x18 C 

Type IP40 lilln 63A 

Modules 36 

HxWxD 361 X 396 X 112 

Equipped with PE, N terminal: 2 x 15 

Series C 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

N 18C 

IP40 lilln 63A 

18 

236 X 396 X 112 

PE, N terminal: 2 x 13 

N 3x18 C N 4x18 C 

IP40 IQI In 63A IP40 IQI In 63A 

54 72 

526 X 396 X 112 655 X 396 X 112 

PE, N terminal: 2 x 26 PE, N terminal: 2 x 30 









Material ABS 

Color RAL 9003 

Glow wire test 650°C 
----------

Door material ABS 

Door Color Transparent I White 

Halogen free Yes 

Name U 1x24 C 

Type IP40 IQiln 63A 

Modules 24 

HxWxD 500 X 255 X 106 

Equipped with PE, N terminal: 2 x 13 

Name U 2x18 C 

Type IP40 lilln 63A 

Modules 36 

HxWxD 357 X 392 X 106 

Equipped with PE, N terminal: 2 x 15 

Series C 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

U 18C 

IP40 lilln 63A 

18 

232 X 392 X 106 

PE, N terminal: 2 x 13 

U 3x18 C 

IP40 IQiln 63A 

54 

522 X 392 X 106 

PE, N terminal: 2 x 26 

















Material ABS

Color RAL 9003

Glow wire test 650
°
C standard I 850

°
C remium

Door material Metal

Door Color White

Halogen free Yes

1 Removable part 

2 Mounting plate 

3 Base 

4 Standard (brick) wall instalation 

5 Hollow wall (KNAUF) instalation 

optional □ optional □ 
.----

Double socket outlet 
Holder for WiFi router with holder 

optional D 

Lock for enclosures 

Series :·:· 

Temperature -25
°
C I +60

°
C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208

6 Removable part 

7 Frame 

8 Door with cooling slots 

9 Plastic screw for mounting 
between front mask and base 

Accessories 

optional D optional D optional □ 

Patch panel for 
12 RJ45 modules 

Connection bracket 
vertical 

Connection bracket 
horizontal 





Material ABS 

Color RAL 9003 

Glow wire test 650°C standard I 850°C remium 

Door material PC / ABS 

Door Color Transparent I White 

Halogen free Yes 

1 Removable part 

2 Mounting plate 

3 Base 

4 Standard (brick) wall instalation 

5 Hollow wall (KNAUF) instalation 

optional □ optional □ 
.----

Double socket outlet 
Holder for WiFi router with holder 

optional D 

Lock for enclosures 

Series :·:· 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

6 Removable part 

7 Frame 

8 Door 

9 Plastic screw for mounting 
between front mask and base 

Accessories 

optional D optional D optional □ 

Patch panel for 
12 RJ45 modules 

Connection bracket 
vertical 

Connection bracket 
horizontal 





Material ABS 

Color RAL 9003 

Glow wire test 650°C
-----------

Door material ABS 

Door Color Transparent I White 

Halogen free Yes 

1 

2 

1 

2 

Base 

Mounting plate 

3 Front mask 

optional □ optional □ 
------

.. ... . 

Double socket outlet 
Holder for WiFi router with holder 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

4 

5 

optional D 

Lock for enclosurts 

Door 

Plastic screw 

optional D 

Patch panel for 
12 RJ45 modules 

Series :·:· 

Accessories 





Material ABS

Color RAL 9003

Glow wire test 650
°
C

-----------

Door material ABS

Door Color White

Halogen free Yes

1 

2 

Base 

Mounting plate 

3 Front mask 

optional □ optional □ 
------

.. ... . 

Double socket outlet 
Holder for WiFi router with holder 

Temperature -25
°
C I +60

°
C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208

Series :·:· 

4 

4 

5 

optional D 

Lock for enclosurts 

Door 

Plastic screw 

Accessories 

optional D 

Patch panel for 
12 RJ45 modules 



® TEHNOPLAST 

Series COMBO 
Enclosures for MCB's and IT devices 
flush mounting 

Name U 36 3/1 E U 48 4/1 E 

Type IP30 @In 63A IP30 @In 63A 

Modules 12 + 2 12 + 2 

HxWxD 592 X 346 X 94 717 X 346 X 94 

Equipped with PE, N terminal: 2 x 10 PE, N terminal: 2 x 10 

J - - ---

U 48 4/2 E 

IP30 @In 63A 

24 + 4

717 X 346 X 94 

PE, N terminal: 2 x 13 



Material ABS 

Color RAL 9003 

Glow wire test 650°C standard I 850°C remium 

Door material Metal 

Door Color White 

Halogen free Yes 

Name U 60 5/1 E 

Type IP30 @In 63A 

Modules 12 + 2 

HxWxD 842 X 346 X 94 

Equipped with PE, N terminal: 2 x 10 

Series COMBO 

Terminal holder Self extinguish material 

Terminal holder glow wire test 960°C 

Temperature -25°C I +60°C 

Rated voltage AC 400V 

Certified IEC 60670 / IEC 62208 

U 60 5/2 E U 60 5/3 E 

IP30 @In 63A IP30 @In 63A 

24 +4 36 + 6 

842 X 346 X 94 842 X 346 X 94 

PE, N terminal: 2 x 13 PE, N terminal: 2 x 15 



(I) TEHNOPLAST

Series COMBO 

Name 

Type 

Modules 

HxWxD 

Equipped with 

Name 

Type 

Modules 

HxWxD 

Equipped with 

2x U 36 E 

IP30 @In 63A 

36 +6 

592 X 692 X 96 

PE, N terminal: 2 x 15 

2x U 48 E 

IP30 @In 63A 

48 + 8 

717 X 692 X 96 

PE, N terminal: 2 x 20 

-1

-w..____;I





(I) TEHNOPLAST

Accessories 

INSULATED TERMINAL, DOUBLE 

Flamability: Self extunguish 
Glow wire test: 960° C 
For enclosures12 modules and more 

INSULATED TERMINAL, SCREWLESS 

EARTH AND NEUTRAL TERMINAL 

KS -5 holes/ K8 -8 holes/ K10 -10 holes/ K140 -1 meter 
Hole diameter: 5.5 mm 
Cable size: 16 mm2 

Screw size: M5x8 Ph#2 Combi (±)Cross Zinc plated A2F 

INSULATED EARTH AND NEUTRAL 

TERMINAL FOR DIN RAILS 

PEIN 7, PEIN 12, PEIN 15 

MULTIPLE PLUG BOX/ SP1 

H x W x D: 80 x 80 x 28 mm 

DOUBLE TERMINAL, AUSTRALIAN TYPE 

Flamability: Self extunguish 
Glow wire test: 960° C 
For enclosures 12 modules and more 

INSULATED TERMINAL FOR SERIES A 

EARTH AND NEUTRAL TERMINAL 
(WITH HOLDER FOR DIN RAILS) 

I I .I 

'� 

-

COVER FOR THE EMPTY PLACE/ PP 

Color: RAL 7035, RAL 9003 

LOCK FOR ENCLOSURES 

-

Available for series C, D, E, F, F ME and COMBO 



; 
• • 

• • 
= 

,.,.. 

= 

HOLDER FOR ELECTROMETER 

NB NB2 

HxWxD: 370 x 185 x 35 mm HxWxD: 370 x 210 x 15 mm 

MOUNTING PLATE, PERFORATED 

Material: stainless steel 
Height: 110 mm 
Installation: one mountig plate per row 

CONNECTION BRACKET VERTICAL 

(for series E, F, F ME, COMBO) 
Material: ABS 
Dimensions: 18 x 48 x 155 mm 

HOLDER FOR WI-Fl ROUTER 
Material: steel sheet, powder coated 
H x W x D: 90 x 90 x 117 mm 

Accessories 

PACTH PANEL FOR 12 RJ45 MODULES 

Indexing dimension (W x H) 15 x 20 mm 
*different dimension possible upon request

�-_____ n ___ _ 

PARTITION WITH INTEGRATED SOCKET 
For series COMBO 

I ::::::::::::::::::::::::::::::::::::::::: 'lll. 
• • 

• • 

: !!llllllllllllllrnlrnrnrnmmmm : 
• • 

!il!!!!iiiiiiillliiiiiililllllilii!!!!!II
MOUNTING PLATE, PERFORATED 
Material: stainless steel 
Height: 172 mm 
Installation: bottom 

CONNECTION BRACKET HORIZONTAL 

(for series E, F, F ME, COMBO) 
Material: ABS 
Dimensions: 48 x 24 x 33 mm 

DOUBLE SOCKET OUTLET WITH 

HOLDER FOR IT MOUNTING PLATE 

16A,250V~ 
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